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ABSTRACT 

The quantity of hydrocarbon gases trapped in 
natural hydrate accumulations is enormous, 
leading to significant interest in the evaluation of 
their potential as an energy source. It has been 
shown that large volumes of gas can be readily 
produced at high rates for long times from some 
types of methane hydrate accumulations, by 
means of depressurization-induced dissociation, 
and by using conventional horizontal or vertical 
well configurations. However, these resources 
are currently assessed using simplified or 
reduced-scale 3D or 2D production simulations. 
In this study, we use the massively parallel 
TOUGH+HYDRATE code (pT+H) to assess the 
production potential of a large, deep-ocean 
hydrate reservoir and develop strategies for 
effective production. The simulations model a 
full 3D system of over a 38 km2 extent, explor-
ing the productivity of vertical and horizontal 
wells, single or multiple wells, and the variations 
in reservoir properties. Meshes involving up to 
2.5M gridblocks, running on thousands of 
supercomputing nodes, are required to simulate 
such large systems at the highest level of detail. 
The simulations reveal the challenges inherent in 
producing from deep, relatively cold systems 
with extensive water-bearing channels and 
connectivity to large aquifers—mainly the diffi-
culty of achieving depressurization and the 
problem of enormous water production. Also 
highlighted are new frontiers in large-scale 
reservoir simulation of coupled flow, transport, 
thermodynamics, and phase behavior, including 
the construction of large meshes and the 
computational scaling of larger systems. 

INTRODUCTION 

Gas hydrates are solid crystalline compounds in 
which gas molecules occupy the lattices of ice-
like crystal structures called hosts (Sloan and 
Koh, 2008). They may occur in two distinctly 
different geographic settings, in the permafrost 
and in deep ocean sediments, where the neces-
sary conditions of low T and high P exist for 
their formation and stability. The majority of 
these naturally occurring hydrates contain CH4 
in overwhelming abundance. Interest in hydrates 
is enhanced by ever-increasing global energy 
demand and the environmental desirability of 
natural gas. Although there has been limited 
work mapping and evaluating this resource on a 
global scale (Moridis et al., 2009), current 
estimates of in-place volumes vary widely 
(ranging between 1015 to 1017 ST m3), but the 
consensus is that the worldwide quantity of 
hydrocarbon gas hydrates is vast (Milkov, 2004; 
Klauda and Sandler, 2005; Burwicz et al., 2011). 
Even if only a small fraction of the most 
conservative estimate is recoverable, the sheer 
size of the resource is so large that it demands 
evaluation as a potential energy source.  
 
However, not all hydrates are desirable targets 
for production (Moridis et al., 2011). Of the 
three possible methods of hydrate dissociation 
(Makogon, 1997) for gas production— depres-
surization, thermal stimulation, and use of 
inhibitors—depressurization appears to be the 
most efficient (Moridis et al., 2009). Recent 
studies (Moridis and Reagan, 2007a; b) have 
indicated that, under certain conditions, gas can 
be produced from natural hydrate deposits at 
high rates over long periods using conventional 
technology. Earlier work focused on production 
from vertical wells, but more recent studies 
(Moridis et al., 2008) show that horizontal wells 
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are more productive, and easier to manage, than 
vertical wells, if the technology is available. 
 
The objective of this study is to simulate a 
realistic, 3D gas hydrate reservoir, using real 
geophysical data at the field scale. Previous 
studies (Moridis et al., 2009; 2011) have tended 
to focus on simple 2D modeling, 2D modeling 
with limited heterogeneity, or extremely simpli-
fied 3D modeling. Through a collaboration with 
Statoil, we were able to access real data on the 
geometry and geology of a known oceanic 
hydrate system that has been considered for 
commercial exploitation. Due to confidentiality 
agreements, the location of this deposit cannot 
be published, but the knowledge gained from 
this simulation work can be generally applied, 
and used to evaluate any kind of oceanic deposit. 
The deposit, illustrated in Figure 1, is an 
oceanic, layered system, approximately 7 
km!5.5 km!350 m thickness. The hydrate is 
arranged in high-permeability “channels” 
bounded by slightly lower-permeability 
“levees.” The system is likely impermeable at 
the top and bottom boundaries, but may connect 
to an aquifer along the x-z face. Note, via the 
slicing plane, the layering of the hydrate-bearing 
channels. 

 

Figure 1. Illustration of the location of hydrate 
layers within the reservoir domain. 

METHODOLOGY 

Simulators 
Due to the computational challenges of simu-
lating a field-scale system, we use the MPI-
parallel TOUGH+HYDRATE code (pT+H) 
(Zhang et al., 2008). pT+H contains the same 
coupled thermal-hydrological-chemical capabil-
ities of serial TOUGH+HYDRATE v1.1 
(Moridis et al., 2008), but can be executed on 
shared- or distributed-memory clusters using 
standard OpenMPI libraries (http://www.open-
mpi.org/).  

Mesh Generation 
The construction of 3D volume meshes for 
systems of this scale is well beyond the means of 
the standard TOUGH+ MeshMaker routine. 
Therefore, we deploy advanced tools.  
 
For vertical-well scenarios, the grid was gener-
ated using WinGridder (Pan, 2008), an interac-
tive application developed for the Yucca 
Mountain project. The initial vertical well 
configuration involves a roughly rectilinear, 
layer-by-layer mesh of the reservoir, as taken 
directly from the Statoil dataset, with the 
discretization matching that of the geophysical 
data. A cylindrical mesh, with a center at the 
well, was placed through the region of greatest 
hydrate accumulation, with the two meshes 
interpolated at the boundary to conform to 
TOUGH element-connection rules. The vertical-
well mesh is illustrated in Figure 2. 
 
Note in the figure that the domain has been 
trimmed, with regions of the mesh that do not 
represent permeable reservoir rocks removed to 
promote computational efficiency. All 
subsequent meshing begins with this “reduced” 
mesh, which contains 1,663,900 elements. 
 
WinGridder does not have the ability to inter-
polate a horizontal near-well zone into a roughly 
rectilinear mesh. Therefore, to build the 
horizontal-well system, a combination of custom 
tools for manipulating the raw list of element 
centroids and creating new mesh-element 
configurations (i.e., cylinders) is combined with 
the meshing toolkit Voro++ (Rycroft, 2009). 
Voro++ is a C++ library capable of generating a 
fully-3D Voronoi mesh for any valid configura-
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tion of cell centers. The Voro++ library keeps 
track of all relevant cell and interface properties 
and makes them available for manipulation. This 
allows the creation of highly flexible and 
dynamically refined meshes. 
 

 

Figure 2. Illustration of the 3D finite-volume 
mesh, with trimmed boundaries, for 
the single vertical well scenario. The 
intersection of the cylindrical well-
zone mesh with the top boundary can 
be seen in the center of the top 
surface. 

 

Figure 3. Diagram of the placement of the 
horizontal well and surrounding 
cylindrical mesh. Hydrate-bearing 
sediments are plotted as brown 
volumes.  

For the horizontal well, the geophysical data was 
analyzed to locate the longest continuous 
horizontal layers of hydrate more than 60 m 
thick. A region of roughly 65 m thickness was 
located near the core of the system, accommo-

dating a horizontal well 1,900 m in length, with 
no intersection with non-hydrate bearing chan-
nels or levees. A cylindrical mesh was 
constructed around the well to a radius of 250 m, 
and this radial mesh was inserted into the 
rectilinear mesh derived from the geophysical 
data (Figure 3). Element properties (i.e., hydrate 
saturation) were interpolated from the rectilinear 
data onto the new mixed mesh. The resulting 
mesh contains 2,264,000 elements, requiring the 
simultaneous solution of over 9,000,000 
equations, making this the largest TOUGH 
simulation ever attempted. 
 
Not surprisingly, meshes of this size are 
challenging to manipulate. Perl and python-
based scripts were developed to edit the MESH 
files after generation (because they are too large 
for most fully graphical text editors). The system 
was brought first to hydrostatic equilibrium at 
the known depth (proprietary) and then to 
thermal equilibrium using the known geothermal 
gradient. Due to the size and extent of the 
system, this consumed significant computing 
time. Hydrate was added to the system accord-
ing to the distribution derived from the 
geophysical data. The system was then allowed 
to reach full thermal, hydrological, and chemical 
equilibrium at stated conditions before any 
simulations were performed. 

Reservoir Properties 
Although full details of the system may not be 
disclosed, the initial set of reservoir properties is 
shown in Table 1. 
 

Table 1. Reservoir parameters. 

Region k (mD) ! SH SW 
0. Bound 0 0.0 0.0 1.0 
1. Levee 1 100 0.2 0.0 1.0 
2. Levee 2 100 0.21 0.0 1.0 
3. Levee 3 100 0.22 0.7 0.3 
4. Channel 1 10000 0.33 0.7 0.3 
5. Channel 2 10000 0.34 0.0 1.0 
6. Channel 3 10000 0.35 0.0 1.0 
 
Regions 3 and 4 are the hydrate-bearing media 
seen in Figures 1 and 3. Geophysical data 
suggested the presence of free gas in the reser-
voir, but TOUGH+HYDRATE pre-run thermo-
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dynamic consistency checks ruled this as impos-
sible under the stated conditions. Therefore, the 
gas was removed from the model. 
 
For additional parameters, we used data from 
one of the few well-characterized reservoir-
grade oceanic hydrate deposits, the Tigershark 
deposit (Moridis and Reagan, 2007a,b). Relative 
permeability exponents were estimated by fitting 
to Statoil effective permeability data. The 
pressure specified at the well was selected to be 
3.0 MPa to prevent ice formation in the 
wellbore. Other details about Tigershark, the 
configuration of the simulated wellbore, and 
examples of production from such a system, can 
be found in Moridis and Reagan (2007a;b). Key 
simulation parameters are provided in Table 2. 
 

Table 2. Other simulation parameters. 

Water salinity (mass 
fraction) 

0.035 

Grain density rR (all 
formations) 

2750 kg/m3 

Constant pressure at the 
well Pw 

3.0 x 106 Pa 

Dry thermal conductivity 
kQRD (all formations) 

0.5 W/m/K 

Wet thermal conductivity 
kQRW (all formations) 

3.1 W/m/K 

Composite thermal  
conductivity model 
(Moridis et al., 2008) 

kQC = kQRD 
+(SA

1/2+SH
1/2) (kQRW – 

kQRD) + f SI kQI 
 
Capillary pressure model 
(van-Genuchten, 1980; 
Moridis et al., 2008) 

Pcap  =  !P0 S*( )
!1/!

!1"
#$

%
&'
!!

 

 

S* =
SA " SirA( )
SmxA " SirA( )

 

SirA  1 
! 0.77 
Pmax 106 Pa 
Relative permeability 
Model (Moridis et al., 2008) 

krA = (SA*)n 

krG = (SG*)n 

SA*=(SA-SirA)/(1-SirA) 
SG*=(SG-SirG)/(1-SirA) 

OPM model 
n (fitted from data) 4.4292 
SirG  0.02 
SirA  0.20 

 

RESULTS AND DISCUSSION 

Production from a Vertical Well 
Initial simulation work by Statoil, using the 
CMG-STARS with gas hydrate add-ons, 
suggested that the system could be productive if 
vertical wells were drilled into the lower part of 
the formation near areas of high hydrate 
saturation. However, these simulations used a 
2D slice of the full system and assumed signifi-
cant free gas in the initial configuration of the 
reservoir. In contrast, here we begin by simulat-
ing production from the 3D, single vertical well 
shown in Figure 2.  
 
We simulate three well configurations: (1) a well 
perforated throughout the entire hydrate-bearing 
zone (“Long”), (2) a well perforated only within 
the topmost hydrate layer (“Short”), and (3) a 
well perforated within the topmost layer, with 
the impermeable system boundaries brought 
inward to simulate the well as part of 500 m well 
spacing pattern (no-flow boundaries 250 m from 
the well). We also estimate sensitivity to system 
permeability by performing four additional 
simulations in the 500 m pattern case: reducing 
the permeability of the non-hydrate-bearing 
levees to 100 mD, 10 mD, 1 mD, and 0.01 mD. 
For each case, we simulate up to three years of 
constant-pressure production, using 200–220 
processors with pT+H on a departmental 
computing cluster. 

Comparison of Vertical Well Configurations 
Figures 4 and 5 track the evolution of production 
for the seven cases. In Figure 4, we see the 
hydrate dissociation (“release”) begins immedi-
ately for the long-interval case, but quickly 
subsides. Producing from a small interval within 
the top layer of hydrate (“short”), results in far 
less dissociation, and no sign of strong methane 
release. However, if this short-interval well is 
producing as part of a 500 m pattern, we see 
strong dissociation/methane release after 1.5 
years of depressurization for all subsequent 
scenarios, with lower-permeability levees 
surrounding the hydrate, resulting in earlier 
dissociation of hydrate. 
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Figure 4. Rate of hydrate dissociation, QD, for the 
reservoir as a whole, for the vertical well 
scenarios.  

Figure 5 shows the resulting methane production 
at the well for the various scenarios. The full 
interval generates the highest rates of methane 
production (unsurprising at first, due to the 
much greater extent and penetration of the perfo-
rated interval), with other configurations lagging 
significantly. However, production via the long 
interval levels off quickly, and does not achieve 
commercially viable rates within 3 yr. Among 
the other methods, wells in a 500 m pattern with 
low-permeability levees show some gains in 
production rate after 2.5 yr, but the viability of 
these methods are questionable. 
 

 

Figure 5. Rate of methane production at the well, 
QP, for the vertical well scenarios. 

The nature of the problem is worse than initially 
suspected, however, for reasons shown by 
Figure 6, which shows the amount of water 
removed per m3 of methane produced, reported 
as cumulative quantities vs. time. In each case, 
we see that massive amounts of water are moved 
to achieve small rates of dissociation and 
production, even for cases where the communi-
cating water-filled levees have extremely 
reduced permeability. In absolute quantities, the 
“best case” scenario produces 4"108 kg of water 
over 3 yr, and the full interval would require the 
removal of a colossal 1011 kg of water in 2.5 
yr—nearly one tonne per second. 
 
At best, we also see that 200 kg of water is 
removed per m3 of methane after 3 yr, a value 
that is suspiciously close to the solubility of 
methane in water under reservoir conditions. 
This suggests that mobile free gas is not being 
produced in significant quantities via depressuri-
zation, and that the bulk of produced methane 
results from dissolution of methane directly 
from solid hydrate and transport to the well via 
the aqueous phase. 
 

 

Figure 6. Ratio of total water production to total 
methane production (cumulative at time t) 
for the vertical well scenarios. 
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Figure 7. Rate of methane production at the well in 
the gas phase, QP,gas, for the vertical well 
scenarios. 

Figure 7, showing only production of methane in 
the gas phase excluding aqueous transport, 
confirms this problem. Only wells in a 500 m 
pattern produce any gas at all, and even in those 
cases, the production of free gas is orders of 
magnitude less than gas transport in the aqueous 
phase. It is clear that the presence of large 
amounts of water in this hydrate reservoir 
hampers effective depressurization and dissoci-
ation. This effect has been seen clearly before, 
where simulations of Class 2 systems strongly 
suggest that impermeable boundaries are crucial 
(Moridis et al., 2009). 

Production from a Horizontal Well 
For Class 2 and Class 3 hydrate deposits, it has 
been demonstrated that horizontal wells, 
properly located, are a far more effective 
production strategy (Moridis et al., 2008). 
Therefore, we simulate production from the 
horizontal well shown in Figure 3, with all 
simulation and reservoir parameters otherwise 
unchanged from the vertical-well cases. 
However, due to the larger mesh (2.46M vs. 
1.66M gridblocks) and the nature of the Voronoi 
grid (on average, more connections per 
element), the computational requirements for 
this simulation are approximately an order of 
magnitude greater. Initial equilibration was 
performed using our 220-processor in-house 
cluster, but production was scaled up to the 

“Hopper” supercomputer, part of NERSC, for 
multi-day runs using 960 and 1,920 processors. 
To date, we have been able to simulate 135 days 
of production time, with simulations ongoing. 
 
Evolution of the rate of hydrate dissociati-
on/methane release (QR) and the rate of methane 
production at the well (QP) are provided in 
Figure 8. Unlike the vertical well examples, here 
we see that release exceeds production from the 
beginning, which is necessary to generate free 
gas in the reservoir for later production (Moridis 
and Reagan, 2007a;b). Water production (QW) is 
large but steady, and comparable to the best-case 
vertical well scenario (with greater access to the 
reservoir via a single well). However, after less 
than 5 months of production, we see that both 
release and production are ceasing to increase 
with time, while water production remains 
roughly constant. This suggests that once again, 
effective depressurization is being hindered by 
the inflow of large quantities of water from the 
surrounding formation. As economically viable 
production rates for offshore wells need to reach 
orders of millions of cubic feet per day (104–105 
m3/day), this system does not appear to be a 
desirable production target. 

 

 
Figure 8. Rate of hydrate dissociation and methane 

release (QR), rate of methane production 
at the well (QP), and rate of water produc-
tion at the well (QW, right axis) for the 
horizontal well scenario. 
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Figure 9. Cumulative methane release (VR), cumula-

tive methane production (VP), and ratio of 
total water production to total methane 
production (VW, right axis), for the 
horizontal well scenario. 

Cumulative quantities of methane, released and 
produced, are shown in Figure 9. More signifi-
cant, however, is the water-to-gas ratio, shown 
in green. While this ratio drops rapidly as 
production proceeds, the curve is heading 
toward asymptotic behavior at values of 700 to 
800 kg per m3, which suggests again that 
transport of methane is entirely in the aqueous 
phase, and even then, that the quantity of water 
produced greatly exceeds that quantity of water 
needed to dissolve and transport the methane 
seen at the well. It is therefore likely that the 
hydrate zone around the well has been 
perforated by dissociation, connecting the well 
to the gigantic reservoir of mobile water 
surrounding the hydrate layers and hindering 
depressurization after over a few months of 
production. 

CONCLUSIONS 

This study has been the first 3D simulation, at 
this scale, of production in a real, field-scale 
oceanic hydrate reservoir. While the simulations 
use the most extensive, realistic, and data-based 
model to date, the insights found here strongly 
relate to earlier studies on the productivity and 
non-productivity of various configurations of 
hydrates.  
 

Earlier work has strongly suggested that imper-
meable boundaries (i.e., sufficiently impermea-
ble to allow strong depressurization of the reser-
voir through conventional technology) are the 
key to efficient and economical production 
(Moridis and Reagan, 2007a;b; Moridis et al., 
2009;2011). While this reservoir (as modeled) is 
indeed bounded on a large scale, the layers of 
high-saturation hydrate are adjacent to, and 
effectively surrounded by, levees and channels 
of high-permeability, water-saturated media. 
Even when those levees are reduced in permea-
bility, creating bounded, Class 2 systems, the 
sheer quantity of available water makes depres-
surization difficult on a reservoir scale or even 
on a local scale, assuming a pattern of wells and 
short perforation intervals. 
 
Previous work determined that a horizontal well, 
properly placed, can mitigate some of these 
problems as long as the horizontal well stays 
within the hydrate layer and does not connect to 
surrounding water-filled media. Our early results 
for this configuration show that large quantities 
of water are able to reach the well early in the 
depressurization process, reducing depressuriza-
tion effectiveness. Whether this is due to rapid 
dissociation and breakthough, or other effects 
(for example, the greatly reduced but still finite 
effective permeability of hydrate-bearing media) 
remains to be proven—ongoing simulations will 
produce detailed 3D images of system evolution 
to evaluate this hypothesis. As a result, it is 
becoming clear that systems with large quanti-
ties of water in communication with the hydrate 
reservoir, even if not connection to aquifers 
beyond reservoir boundaries, are particularly 
challenging production targets. Permeability of 
the bounding media, as well as distance from the 
hydrate stability boundary and configuration of 
the hydrate into large contiguous masses, needs 
to be considered in reservoir evaluation. 
 
It is somewhat disappointing that simulations of 
this size and scale result in “lackluster” results—
in terms of active hydrate dissociation, gas 
formation, and the coupled thermodynamic and 
transport processes seen in more active and 
productive systems. However, it is important to 
note that these are the largest TOUGH simula-
tions to date, with the simultaneous solution of 
9,000,000 equations at each step, plus fully 
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described multiphase thermodynamics. The 
simulations show that mesh complexity becomes 
critical for large systems, as the “layered” and 
mainly rectilinear vertical well mesh (1.66M 
elements) can be realistically run on a small 
departmental cluster, while the more complex 
Voronoi grid used in the horizontal well simula-
tions (2.46M elements) may require over a 
million processor-hours of time to complete the 
assessment. The development of user-friendly 
meshing tools and perhaps active mesh refine-
ment and de-refinement may be needed to move 
TOUGH simulations fully into the massively 
parallel universe, as the standard ASCII 
TOUGH+ hydrate MESH, INCON, and SAVE 
files quickly become too large to manipulate via 
hand-editing. Finally, the traditional TOUGH-
family visualization methods, mainly via stand-
ard outputs or ASCII-based, Tecplot-formatted 
files, are insufficient to handle datasets of this 
size. Preliminary real-time visualization of 
pT+H using Visit 
(https://wci.llnl.gov/codes/visit/) has been 
successful, although the generation of publica-
tion-grade images has not yet been achieved. 
Key hurdles include finding and implementing 
modern data formats, and converting the 
nonstandard TOUGH finite-volume meshes into 
forms more compatible with high-performance 
visualization software. These problems must be 
solved through enhancements and modernization 
of the pT+H code base. 
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